






ACCESORIES

SMOKE CONTROL DAMPER  WITH ELECTO-MAGNET AND OPTIONAL MICROSWITCHES

SMOKE CONTROL DAMPER  WITH SDG-15 ACTUATOR

SMOKE CONTROL DAMPER  WITH ELECTO-MAGNET AND ACTUATOR

ADDITIONAL ACESSORIES

Available options:

Electro-magnet controled by impulse 230V AC - EI230V
Electrical microswitch indicating „open“ position - 1WKP
Electrical microswitch indicating „closed“ position - 1WKK
Electrical microswitches indicating „open“ and „closed”
position - 1WKKP
Double electrical microswitches indicating „open“
and „closed” position - 2WKKP

Electro-magnet controled by impulse 24V DC - EI24V

Available options:

Actuator SDG-15-230  - suply voltage - 230V AC
Actuator SDG-15-24  - suply voltage - 24V AC/DC

Available options:

Electro-magnet controled by impulse 230V AC - EI230V
Actuator FDG-8-24  - suply voltage - 24V AC/DC
Actuator FDG-8-230  - suply voltage - 230V AC

Electro-magnet controled by impulse 24V DC - EI24V

Additional set of electrical microswitches indicating
open and closed position – 1WKKP  set 

The CX-5C smoke control damper can be also equiped on:
Mounting bracket - to mount damper in a horizontal
partition - WM
T-type EPDM gasket - ensure a leakproof connection
to the ventilation duct - T
EMS module - suitable for connection of TZ-5 tester - EMS
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ELECTRICAL WIRING DIAGRAMS 

SMOKE CONTROL DAMPER WITH ELECTO-MAGNET AND MICROSWITCHES
Electrical wiring diagram for electro-magnet and microswitches

24V DC   (+)  (-)
230V AC  N   L1

ELECTRO-MAGNET CHARACTERISTICS

Supply voltage 24/48V DC impulse 230V AC impulse
Power input 3,5W 5,5 VA

SMOKE CONTROL DAMPER WITH SDG-15 ACTUATOR
Electrical wiring diagrams for SDG-15 actuators

 

SDG-15-24 SDG-15-230
24V AC/DC 230V AC

7W
1,5W
<30s
15Nm
IP54

47dB(A)

ACTUATOR CHARACTERISTICS

Actuator type

Supply voltage

Power consuption Motor (Motion) 7W
Power consuption Standby (end position) 1,5W

Running time Motor <30s
Torque motor 15Nm

Protection class IP54
Sound power level Motor 47dB(A)

< 5° < 80°M
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ELECTRICAL WIRING DIAGRAMS 
SMOKE CONTROL DAMPER WITH FUSIBLE LINK, ELECTO-MAGNET AND ACTUATOR

Electrical wiring diagrams for electro-magnet and FDG-8 actuators

ACTUATOR CHARACTERISTICS

Actuator type FDG-8-24 FDG-8-230
Supply voltage 24V AC/DC 230V AC

Power input during tensioning the spring 3,5W 9,2VA
Time of movement – engine 55-71s 55-71s
Time of movement – spring 21s 21s

Torque motor 8Nm 8Nm
Protection class IP54 IP54

Sound power level – actuator 47dB(A) 47dB(A)
Sound power level – spring 52dB(A) 52dB(A)

ELECTRO-MAGNET CHARACTERISTICS

Supply voltage 24/48V DC impulse 230V AC impulse
Power input 3,5W 5,5 VA

EXAMPLE OF SPECIFICATION AND PURCHASE ORDER

Enquiry:
GRYFIT CX-5C smoke control damper D=315 mm, equipped with:
Actuator SDG-15-24
EMS module suitable for connection of TZ-5 tester,
EPDM gasket.

GRYFIT quotation :
GRYFIT CX-5C D315 + SDG-15-24 + EMS + T
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